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Footprint Dimensions: 8’ - 0” Long x 4” - 0” Wide
18” Centerline Bore Height

5” Fig. 1002 Connections

7,500 psi C.W.P.; 1000 gpm

Environmental Containment Pan w/ Ball Valve Drain
Skid w/ Forklift Pockets & 4-Point Lifting Sling Eyes

MSM is detachable from skid & remains fully functional

Compact & Robust Mudscreen Retriever Tool

Patented Non-Eroding, Laminar Flow Saver Sub & Screw-On Mudscreen Assembly
Various mudscreen styles & sizes available

MSM TYPE 3
OPEN FRAME SKID PACKAGE

Footprint Dimensions: 5’ - 0” Long x 4” - 0” Wide
18” Centerline Bore Height

5” Fig. 1002 Connections

7,500 psi C.W.P.; 1000 gpm

Open Frame Skid w/ Forklift Pockets & 4-Point Lifting Sling Eyes

MSM is detachable from skid & remains fully functional

Compact & Robust Mudscreen Retriever Tool

Patented Non-Eroding, Laminar Flow Saver Sub & Screw-On Mudscreen Assembly

Various mudscreen styles & sizes available

MUDSCREEN MANIFOLD (MSM)
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US Patent No. 10,415,352;
US Patent No. 10,683,714
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